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THE EFFECT OF INJEGTION-VALVE OPENING PRESSURE

ON SPRAY-TIP PENETRATION

By A. M. Rothrock and E. T, Marsh ' . -
SUMMARY

‘The effect of various injection-valve opening pres-
sures on the spray~tip penetration was determined for sev-
eral injection pressures, A common-rail fuel injection
system was used. For a given injection pressure a maxi-
mum rate of penetration was obtained with an injection-
valve opening pressure equal to the injection pressure.

As the excess of tho injection. pressure over the injec-
tion—Valve opening pressure was increased for s given in-
jection pressure, the effect. of the injection-valve open-
ing pressure on the spray-tip penetration was increased,

INTRODUGT ION

- ”he rate at which the tip of a spray from an auto-
matic iMjéction valve penetrates through compressed alr
depends on the initial velocity with which the spray
starts, -the succeeding velocities of the rest of the
spray as it issues from the discharge orifice, the dis-
charge-orifice. shape, the injection valve desizn, the
paysical properties of the fuel, and the physical prop-
erties of the air, The effect on the penetration of all
these variables, with the exception of the initial spray-
tip velocity, has been investigated by the National Ad-
visory Committee for Aeronautics.

The test results presented in reference 1 show that
when the injectlion~valve opening pressure was increased
150 per cent nelther the maximum injection pressure nor
the mean effective pressure showed much variation. Con-
sequently, any appreciable change in the spray-tip pene-
. tration obtained by varying the injection-valve opening

pressure is due to the change in .the- velocity and there-
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fore in the kinetic energy of the spray at the start of
injection, PFrom these tests 1t can be definitely con-
cluded that the spray~tip penetrstion is gffectoed not
only by the kinetic .energy of the fuel as it leaves the
nozzle, but also by the kinetic¢ energy of the fuel which
issues from the discharge oriflce during the remginder
of the injection pericd. B

The purpose of the present report is to present the
results of an investigation to determine the effect of
the injection-valve opening pressure, which coantrols the
initial spray-tip velocity, on the penetratlon of the
spray tip.. The research was conducted at the Langley
Memorilal Aeronautical Laboratory, langley Field, Va.

METHODS AND APPARATUS'

High—speed motion pictures were taken with the
N.A.C.A. spray photography equipment (reference 2) of the
start and development of a fuel spray from an automatic
injection valve. TFron the pictures the penetration of
‘the spray tip was measured. A common-rail fuel injection
system was used. The injection valve was the same as
Gelalles used (rsference Z) in his investigation of the
effect of orifice length-diameter ratio on the spray
characteristics. . The discharge orifice had a diamster

- 0Ff 0.020C inch and a length-diameter ratio of 6. The den-
sity of the air in the spray chamber was maintained con-
stant at 1.1l pounds per cublc fcot and the temperature of
the air was that of the room. The fuel was Diesel oil
with a specific gravity of 0.86 at B80°F. and a viscosity
of 0.03 poise (38.5 seconds Saybolt Universal) at- 73° F
and atmosnheric pressure.

Injection pressures of 4,000, 5,000, and 8,000 pounds
per square inch were used with valve-opealing pressures
fronn 500 to 8,000 pounds per square inch. Axn initilal
pressure of 500 pounds per sguare inch was used in the Iian-
Jeetion line.

Figure 1 shows the effect of injection-valve oponing
pressure on the spray-tip penetration for an injection
pressure of 4,000 pounds per squarc inch. As tho injoc-
tion-valve opening pressure was increased from 1,000
pounds per sgquare inch to a value equal %to the injection
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pressure the penetration increased, but as the injection-
valve onepirg nreasure waS - Iunther increased the penetra-
tion decreased.___.l. = %

The decresse in penetration as the injection-valve
opening pressure was lncreased to a valus greater than the
injection pressure was caused by the fact that the injec-
tilon~valve stem 1lift was small, producing a throttling
action at the valve seat, and by the fact that the pres-
sure rise after.the injection valve opened was not suf-
ficient to kTeep the stem 1ifted, In reference 1 are shown
sten-11ft records for injection pressures above gnd below
the 'injection-valve opening pressure. These records show
that for injection pressures below the injection-valve
opening Eressure the injection-~-valve stom may seat several
times during the injection period. A discussion of the
pressure waves which cause these phenomena 1ls given in
refereance 1.

Figure 2 showse the effect of injection-valve opening
presture on the spray-tip penstration for an injeetlon
pressure of 65,000 pounds per square inca. The sams gen-
eral effects arc noticed as those showa in Figzure 1, the
nenotration up to 2,001 sccond after the start of injec-
tion reaching a maximum at an.-injection-valve opening
pressure equal tc the injection pressure.

Wit an Ainjection pressure of 8,000 pounds per square
inch (fiz. 3) 1t can not be definitely decided whether or
not a mazimum penetration was obtained. Because of the
linitations of the injection wvalve the injsesction-valve
opeoning pressure could ' not be increased to a value greater
than 8,000 pounds per square inch and consequently the.
last point on the curve is not relisble.

Figures 1, 2, and 3 show that for = given injection
pressure as the excess of the injection pressure over the
1ngection—valve cpening pressurs was increased, the effect
of the 'injection-valve opening pressure on the gpray~tip
renetration was increased.

A comparison of the. results presented in this report
with those obtained with the open nozzle (re*erence ?
shows that considerable variation in the rate of sypray-
tip penetration can be obtained by varying the injesction
valve opening pressuroc.  What the rolationship is betweon
the mass rate of penctration throughout the spray and the

.
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rate of spray-tip penetration is not known. Investiga-
tions of this relationship suck as are dbeing conducted
by De Juhasz (reference 5) will materially aid in the
interpretation of the spray photographs.

CONCLUSIONS

1. Por a glven injection pressture, using an injec-
tion~valve opening pregsure of the same value as the in-~
jection pressure resulted in & maximum rate of penetration.

2. As the excess of the injection pressure over the
injection~valve opening pressure was increased for a given
injection pressure the effect of the injectlon-valve open-
ing pressure on the penetratlon was increased.

Langley Memorial Aeronauntical ILaboratory,
Hational Advisory Committee for Aeronautics,
Langley Field, Va., July 11, 1931,
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